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NOTES: 1. Go thread gage penetration shall be 3/4 of one revolution minimum.
2. For use on sloped surfaces up to 7° maximum on standard and 1/64
oversize Hi-Lok shear head pins.
3. Dimensions apply after finish.
MATERIAL: Collar - A-286 high temperature alloy per AMS5731, AMS5734 or AMS5736.
Washer — A~286 high temperature alloy per AMS5731 or AMS5737.
HEAT TREAT: Collar ~ None.
Washer ~— 90, 000 psi shear minimum.
@ FINISH: Collar — HL185-( )A = Silver plate per AMS2410 and cetyl alcohol lube VOI-SHAN
per Hi-Shear Spec. 305. 1 raised bgad indicates
HL185DU~( )A = Solid film lube per MIL-L-46010, Type I. © = VOI-SHAN identification.
HL185LP~( )A = Solid film lube per MIL-L-46010, Type IL
HL185PB~( )A = Cadmium plate per QQ-P-416, Type II, Class 2,
and cetyl alcohol lube per Hi-Shear Spec. 305.
HL185TF~( )A = Hi-Kote 2 solid film lube per Hi-Shear Spec. 292.
Washer — HL185-( )W = Silver plate per AMS2410 and cetyl alcohol lube
per Hi~Shear Spec. 305.
HL185-( )DW = Solid film lube per MIL-L-46010, Type I
HL185-( )LPW = Solid film lube per MIL-L~46010, Type IL STANDARD PRESSED STEEL
HL185~( )PBW = Cadmium plate per QQ-P-416, Type II, Class 2. 2 raised beads indicate STANDARD
HL185-( )WU = Passivate per Hi-Shear Spec. 258. - PRESSED STEEL identification.
SPECIFICATION: Hi~Lok Product Specification 345.
CODE: Dash number indicates nominal thread size in 1/32nds.
See "Finish" note for explanation of code letters.
EXAMPLE: HL185-8AW = Assembly of HL185-8A collar and HL185-8W washer, both
with silver plate and cetyl alcohol lube.
"Hi-Lok" and "HL" are internationally
registered trademarks of Hi-Shear Corporation,
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