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DASH NOM. A B or oR T G & CHAMFER w T Y PGUNDS POUNDS
NO. DlA. DIA. BEF. | COATING | COATING | DIA. | REF ] RAD. BEF. THREAD HEX. | DEFTH | DIA. | MINEAUM | AINIMUM
-5 NOTE: Use HL936-6
.315 . 2182 .2182 .1840 .055 .025 o | 10-32UNJF-3A | .0806 . 100 .119
=6 | /82 Togs | o35 | Torrr | loavz | Lisw0| (9% los5 | .ois 1/22" x 48 Modified .0791 | .o80 | .104 | %400 | 3,000
- .412 . 2807 . 2807 .2440 . 069 .025 o | 1/4-28UNJF-3A | . 0967 | .110 . 142
B 1 9/82 ] Tagy | 3% | Tason | Lover | par0| "% lose | 015 1/32" x 45 Modified .0947 | 090 | .123 [ 15,500 5,100
. 505 .3432 .3432 . 3060 .078 | .030 o |5/16-24UNJF-3A} -1295 | .130 | .180
10 J1/32 } Tars | %% | lsapr | [3az2 | izoz0 | -%%%| loss | .020 3/64" x 45 Modified | .1270 | .110 | 160 | 23,200 | 8,000
.600 . 4057 .4057 .3680 .088 . 030 o | 3/8-24UNJF-3A | .1617 | .160 .217
—18118/%2 | Toes | -5 | aos2 | .a0a7 | 3ea0 | "%} ovs | .o20 3/64" x 45 Modified .1582 | .140 | .197 | 3%400 | 11,300
.676 .4682 .4682 | .4310 .105 | .030 " o |7/16-20UNJF-3A[ .1930 | .190 | .253
—14 115/32 | Tea | 835 | Tagrr | a7z | 4260 | "% | jo9a | .020 8/64" x 45 Modified .1805 | .170 | .233 | 43,100 | 15,500
770 «9307 +5307 +4930 .115 . 030 " 0 1/2-20UNJF-3A | .2242 | .220 289
16 | 17732 | ‘ngs | -85 | lsson | lszer | Lasso| +%%| 1103 | lomo 3/ x 48 Modified .2207 | .200 | .269 | 55400 | 20,000
GENERAL NOTES: 1. Concentricity: Head to "D" diameter within .010 FIR. CODE: First dash number indicates nominal diameter in 1/32nds
2. Dimensions to be met after finish. of the pin which HL946 oversize pin replaces.
3. Surface texture per ANSI B46.1. - Second dash number indicates maximum grip in 1/16ths.
4. Hole preparation per NAS618. See "Finish" note for explanation of code letters.
MATERIAL: Nickel base alloy per AMS5662.
HOW TO ORDER
() HEAT TREAT: 125,000 psi shear minimum (220,000 psi tension minimum). EXAMPLES: Pin Part Number Only
HL946AP-8-8 .
(D FINISH: HL946-( )~( ) = Passivate per Hi-Shear Spec, 258, and cetyl alcohol T——8/16 or 1/2 Maximum Grip Length
lube per Hi-Shear Spec. 305. Replaces 8/32 or 1/4 Nominal Diameter Pin
HLS46AP-( )-( ) = Hi-Kote 1 aluminum coating per Hi-Shear Spec. 294, Pin Part Number with Hi-Kote 1 Patented internationally. "Hi-Lok" and
and cetyl alcohol lube per Hi-Shear Spec. 305. “HL" are internationall s
HL948JT-( )-( ) = Passivate per Hi-Shear Spec. 258, with light blue trademarks of Hl—lshearyg:glz:lt}fn
identification on top of head, and cetyl alcohol lube Pin and Collar Assembly Part Number Combination il .
per Hi-Shear Spec. 305. HL946AP84-8-8 DRAWN DATE
HL946PB-( )-( ) = Cadmium plate per QQ-P-416, Type II, Class 2, and T Size and Grip Length, See Above Example | p p.g. 2-3-87 !ii E_\._“P"’
cetyl aleohol lube per Hi-Shear Spee. 305. Collar Part Number -
Pin Part Number APPROVED DATE PlilOTRUDING SHEAR HEAD
SPECIFICATION: Hi-Lok Product Specification 342. Saiaile NICKEL BASE ALLOY (INCONEL 718)
2-%-B7 1/16" GRIP VARIATION—~1/32" OVERSIZE
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